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V ref. VV04G  

78
,7

in

11
,4

 in

Ø 41,3in

V ref. VV04  

33x33x15 in

21,2lb

11
,4

in

78
,7

in

Ø 31,5in

42,5x42,5x13 in

26,4lb

Certifications:

23,6x23,6x13 in

23,6x23,6x8,7in

22lb

Certifications:

26,5lb

NET WEIGHT

12lb

NET WEIGHTLAMPSHADE
Polycarbonate 

LAMPSHADE
Polycarbonate 

One color to choose  

One color to choose  

Glass diffuser 

Glass diffuser 

CANOPY
Steel gloss nickel-plated 
and Stainless steel

120V: Ø 5,9(4,7)in

CANOPY
Steel gloss nickel-plated 
and Stainless steel

120V: Ø 5,9(4,7)in

CABLE
Black or transparent

CABLE
Black or transparent

E26 LED - Max. 1x12 W

E26 LED - Max. 4x12 W

120V - 60Hz

120V - 60Hz

RECOMMENDED BULBS

RECOMMENDED BULBS

PENDANT LAMPS   

Uxi ref. UX04-LD  

43,3x12,2x9,8 in

17lb

Certifications:

38,6 in

5,
1 

in

78
,7

in

9,1in

12,6lb

NET WEIGHTLAMPSHADE
Plywood

One color to choose

Top and bottom diffuser

LIGHT SOURCE BUILT-INCANOPY
Stainsless steel

120V: 5,1x4,3in

CABLE
Black or transparent

24W    3000K    3659lm  built-in

  upon request 2700K    3550lm

Dimming system 0-10 V
upon request PHASE CONTROL (only 120V)

100~277V - 60Hz
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Vento ref. VN04-LD
LAMPSHADE
Glass

One color to choose

Color combination
Brown

6,
7i

n

37,8x7,5in

78
,7

in
49,2x12,2x12,6 in

21,6lb

Certifications:

LED / DIMMABLE

16W    3000K   2.125lm built-in

Bottom diffuser

  upon request 2700K

Woods ref. WD04  

LAMPSHADE
Birch

23,6x23,6x13 in

37,7lb

Certifications:

Glass diffuser 

*Height is not adjustable on site

35
,4

in
*

Ø 23,6in

24
in

CANOPY
Painted steel

120V: Ø 23,6in

CABLE
Transparent

12,3lb

NET WEIGHT

31,5lb

NET WEIGHT

E26 LED - Max. 1x12 W

120V - 60Hz

RECOMMENDED BULBS

LIGHT SOURCE BUILT-INCANOPY
Stainsless steel

120V: 5,1x4,3in

CABLE
Black or transparent

PENDANT LAMPS   

Dimming system 0-10 V
upon request PHASE CONTROL (only 120V)

100~277V - 60Hz



TECHNICAL DATA 48

COMPOSITIONS

Ballet  ref. BA04-3

23,6x31,5x45,7 in

30,2lb

98
,4

in40
,2

in

Ø43,3in

Certifications:

refs. 1xBAPI04, 1xBARE04, 1xBALA04

LAMPSHADE
Painted stainless steel

One color to choose

Stainless steel

Color combinations upon request 

CANOPY
DIBOND®

120V: Ø 23,6in

CABLE
Black or transparent

E26 LED - Max. 3x12 W

120V - 60Hz

RECOMMENDED BULBS

12,6lb

NET WEIGHT

COMPOSITIONS

Caos ref. CA04A-3  

23,6x31,5x36,2 in

23,1lb

Certifications:

refs. 3xCA04A

98
,4

in

29,5x31,5in

37
in Color combinations upon request 

LAMPSHADE
Cord

One color to choose

Stainless steel

CANOPY
DIBOND®

120V: Ø 23,6in

CABLE
Transparent

E26 LED - Max. 3x12 W

120V - 60Hz

RECOMMENDED BULBS

14,6lb

NET WEIGHT
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Caos ref. CA04AB-3  

23,6x31,5x36,2 in

23,1lb

Certifications:

refs. 1xCA04A, 2xCA04B
*picture colors: 48-49-51

98
,4

in

29,5x31,5in

37
in

Caos ref. CA04A-4  

31,5x47,2x45,3 in

39,6lb

98
,4

in

40,6x35,4in

39
,4

in

Certifications:

refs. 3xCA04A, 1xCA04AG

Color combinations upon request 

Color combinations upon request 

LAMPSHADE
Cord

LAMPSHADE
Cord

One color to choose

One color to choose

Stainless steel

Stainless steel

CANOPY
DIBOND®

120V: Ø 39,4in

CANOPY
DIBOND®

120V: Ø 23,6in

CABLE
Transparent

CABLE
Transparent

E26 LED - Max. 4x12 W

120V - 60Hz

RECOMMENDED BULBS

E26 LED - Max. 3x12 W

120V - 60Hz

RECOMMENDED BULBS

COMPOSITIONS

14,6lb

NET WEIGHT

17,2lb

NET WEIGHT

Caos ref. CA04A-6  

31,5x47,2x45,3 in

44lb

98
,4

in

45,3x45,3 in

33
,9

in

Certifications:

refs. 6xCA04A
*picture colors: 42-46-52

LAMPSHADE
Cord

One color to choose

Stainless steel

CANOPY
DIBOND®

120V: Ø 39,4in

CABLE
Transparent

E26 LED - Max. 6x12 W

120V - 60Hz

RECOMMENDED BULBS

 30,9lb

NET WEIGHT

Color combinations upon request 
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Coral ref. CO04-3  

23,6x31,5x33,5 in

26,5lb

Certifications:

refs. 1xCOAU04, 1xCOSE04, 1xCOGA04

98
,4

 in

27,6 x27,6in

26
,8

in

Coral ref. CO04-5  

23,6x31,5x43,3 in

38,6lb

Certifications:

refs. 1xCOAU04, 1xCOCY04, 
1xCOSE04, 1xCOGA04, 1xCORE04

98
,4

in

31,5x31,5 in

37
,4

in

LAMPSHADE
Painted stainless steel

LAMPSHADE
Painted stainless steel

One color to choose

One color to choose

Stainless steel

Stainless steel

CANOPY
DIBOND®

120V: Ø 23,6in

CABLE
Black or transparent

CANOPY
DIBOND®

120V: Ø 23,6in

CABLE
Black or transparent

E26 LED - Max. 3x12 W

120V - 60Hz

RECOMMENDED BULBS

E26 LED - Max. 5x12 W

120V - 60Hz

RECOMMENDED BULBS

15,2lb

NET WEIGHT

21,2lb

NET WEIGHT

COMPOSITIONS

Color combinations upon request 

Color combinations upon request

Coral ref. CO04-10  

31,5x47,2x57,1 in

118,4lb

refs. 2xCOAU04, 1xCOCY04, 
2xCOSE04, 2xCOGA04, 
2xCORE04, 1xCOAU04G

53,1 x53,1in

48
,4

in

98
,4

in

Certifications:

LAMPSHADE
Painted stainless steel

One color to choose

CANOPY
DIBOND®

120V: Ø 47,2in

CABLE
Transparent

E26 LED - Max. 10x12 W

120V - 60Hz

RECOMMENDED BULBS

77,8lb

NET WEIGHT

Color combinations upon request
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Curvas ref. CV04C-3  

Curvas ref. CV04-7  

refs. 3xCV04
*picture color: white

refs. 7xCV04
*picture color: white

28,3x26 in

98
,4

 in

7,
1i

n

40,1x40,1 in

98
,4

 in

7,
1i

n

23,6x31,5x37,4 in

35lb

31,5x47,2x49,2 in

77lb

Certifications:

Certifications:

Bottom diffuser

Bottom diffuser

LAMPSHADE
Glass

LAMPSHADE
Glass

One color to choose

One color to choose

CANOPY
DIBOND®

120V: Ø 23,6in

CABLE
Black or transparent

CANOPY
DIBOND®

120V: Ø 39,4in

CABLE
Black or transparent

E26 LED - Max. 7x12 W

E26 LED - Max. 3x12 W

120V - 60Hz

120V - 60Hz

RECOMMENDED BULBS

RECOMMENDED BULBS

COMPOSITIONS

17,6lb

NET WEIGHT

39,7lb

NET WEIGHT

Fluo ref. FL04-4  

Transport not included

CANOPY
Stainless steel

120V: Ø 5,51in

CABLE
Transparent

Certifications:

Ø 55in

98
,4

in

28
in

29,5x31x77 in

29,5x31x28 in

35lb

2009

LAMPSHADE
Galvanized painted steel

One color*

E26 LED - Max. 4x12 W

120V - 60Hz

RECOMMENDED BULBS

25lb

NET WEIGHT
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CANOPY
Stainless steel

120V: Ø 5,51in

CABLE
Transparent

Transport not included

Fluo ref. FL04-16  

170lb

29,5x31,5x78,7 in
5

Certifications:

2009

98
,4

in

47
,2

in

Ø 102in

29,5x31,5x28,3 in
1

5,91x5,91x74,8 in
1

Nevo ref. NE04-6  

23,6x31,5x32,3 in

40lb

Certifications:

refs. 3xNE06P, 3xNE04-1

Steel gloss nickel-plated
and Stainless steel

45
,3

in

98
,4

in

35,4x35,4in

LAMPSHADE
Painted stainless steel

One color to choose

LAMPSHADE
Galvanized painted steel

One color*

CANOPY
DIBOND®

120V: Ø 23,6in

CABLE
Transparent

E26 LED - Max. 16x12 W

120V - 60Hz

RECOMMENDED BULBS

RECOMMENDED BULBS

125,6lb

NET WEIGHT

 20,7lb

NET WEIGHT

COMPOSITIONS

120V - 60Hz

E12 LED - Max. 12x7 W

Color combinations upon request 

Nevo ref. NE04-11  

31,5x47,2x53,1 in

116,8lb

55
,1

in

98
,4

in

49,2x49,2in

Certifications:

refs. 4xNE06P, 7xNE04-1

Steel gloss nickel-plated
and Stainless steel

LAMPSHADE
Painted stainless steel

One color to choose

CANOPY
DIBOND®

120V: Ø 47,2in

CABLE
Transparent

RECOMMENDED BULBS

22lb

NET WEIGHT

120V - 60Hz

E12 LED - Max. 22x7 W

Color combinations upon request 

*Height is not adjustable on site
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Tati ref. TA04-3  

23,6x31,5x32,3 in

41,9lb

Certifications:

refs. 3xTA06G

11
,8

in

98
,4

in

31,5x31,5in

Tati ref. TA04-5  

23,6x31,5x32,3 in

55,1lb

refs. 3xTA06G, 2xTA06P

23
,6

in

98
,4

in

33,5x33,5in

Certifications:

Steel gloss nickel-plated
and Stainless steel

Steel gloss nickel-plated
and Stainless steel

LAMPSHADE
Painted stainless steel

LAMPSHADE
Painted stainless steel

One color to choose

One color to choose

CANOPY
DIBOND®

120V: Ø 23,6in

CABLE
Transparent

CANOPY
DIBOND®

120V: Ø 23,6in

CABLE
Transparent

RECOMMENDED BULBS

RECOMMENDED BULBS

COMPOSITIONS

13,2lb

NET WEIGHT

19,6lb

NET WEIGHT

120V - 60Hz

120V - 60Hz

E12 LED - Max. 10x7 W

E12 LED - Max. 6x7 W

Color combinations upon request 

Color combinations upon request 

Tati ref. TA04-10  

27
,6

in

98
,4

in

55,1x55,1in

31,5x47,2x53,1 in

121,3lb

refs. 6xTA06G, 4xTA06P

Certifications:

Steel gloss nickel-plated
and Stainless steel

LAMPSHADE
Painted stainless steel

One color to choose

CANOPY
DIBOND®

120V: Ø 47,2in

CABLE
Transparent

41,9lb

NET WEIGHTRECOMMENDED BULBS

120V - 60Hz

E12 LED - Max. 20x7 W

Color combinations upon request 
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Tina ref. TN04-5  

31,5x47,2x53,1 in

83,8lb

Certifications:

78
,7

in

98
,4

in

78,7x78,7in

refs. 5xTN04

Ura ref. UR04-3 

Certifications:

27,8x29,3 in

98
,4

in

 

18
,6

in

 

23,6x31,5x37,4 in

22,5lb

refs. 1xUR104, 1xUR204, 1xUR304

LAMPSHADE
Painted stainless steel

One color to choose

LAMPSHADE
Polypropylene

One color

CANOPY
DIBOND®

120V: Ø 23,6in

CABLE
Black or transparent

CANOPY
DIBOND®

120V: Ø 47,2in

CABLE
Transparent

E26 LED - Max. 5x12 W

E26 LED - Max. 3x12 W

120V - 60Hz

120V - 60Hz

RECOMMENDED BULBS

RECOMMENDED BULBS

39,7lb

NET WEIGHT

22,5lb

NET WEIGHT

COMPOSITIONS

Painted steel

Color combinations upon request 
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MOUNTING OPTIONS
Wall lamp

MOUNTING OPTIONS
Wall lamp

Support
Painted steel

Support
Painted steel

Ballet ref. BA06  

Ballet ref. BA06-LD  

17,3x17,3x7,9 in

17,3x17,3x7,9 in

4,2lb

4,2lb

Certifications:

Certifications:

Energy efficiency: A+ to E

13
,7

in
13

,7
in

14,2in

14,2in

5,9in

5,9in

WALL & CEILING LAMPS

E26 LED - Max. 1x12 W

120V - 60Hz

RECOMMENDED BULBS

1,3lb

2,3lb

NET WEIGHT

NET WEIGHT

LAMPSHADE
Painted stainless steel

LAMPSHADE
Painted stainless steel

One color to choose

One color to choose

Inside diffuser

Energy efficiency: A+

Dimming system PHASE CONTROL

120V - 60Hz

LIGHT SOURCE BUILT-IN

  8W      3000K    1067lm  built-in

upon request 2700K    960lm

LED / DIMMABLE

WALL & CEILING LAMPS
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Cors ref. CR06  

Cors ref. CR06-LD  

19,7x7,9x9,8 in

50x20x25 cm
19,7x7,9x9,8 in

2,2lb

1kg  |  2,2lb

Certifi cations:

Certifi cations:

G9 Bi-pin - Max. 2x40 W

11,8   in

11,8   in

16
,9

in
16

,9
in

5,1in

 5,1in

Blum ref. BL06  

LAMPSHADE
Painted stainless 
steel thread

One color
17x17x11,8 in

1,5kg  |  3,3lb

Certifi cations:

13
,7

in

14,9in

8,2in

LAMPSHADE
Painted stainless steel

LAMPSHADE
Painted stainless steel

One color to choose

One color to choose

MOUNTING OPTIONS
Wall lamp

MOUNTING OPTIONS
Wall lamp

MOUNTING OPTIONS
Wall lamp

Support
Painted steel

Support
Stainless steel

Support
Steel gloss nickel-plated
and Stainless steel

E26 LED - Max. 1x12 W

120V - 60Hz

120V - 60Hz

RECOMMENDED BULBS

RECOMMENDED BULBS

2,4lb

1,3lb

 2,4lb

NET WEIGHT

NET WEIGHT

NET WEIGHT

Dimming system PHASE CONTROL

120V - 60Hz

LIGHT SOURCE BUILT-IN

  8W      3000K    1067lm  built-in

upon request 2700K    960lm

LED / DIMMABLE

Inside diff user

WALL & CEILING LAMPS
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Curvas ref. CV06  

24x10,2x8,3 in

6,5lb

LAMPSHADE

Glass
Vidrio

One color to choose

Support
Stainless steel

17,7in

6,
7  

in

4,7 in

Certifi cations:

MOUNTING OPTIONS
Wall lamp

Gea ref. GE06  

Gea ref. GE06-LD  

13,4x9,4x5,9 in

13,4x9,4x5,9 in

2,2lb

2,2lb

Support
Stainless steel

6,3in

6,3in

 1
0,

2  
in

10
,2

 in

 5,1in

5,1in

Certifi cations:

Certifi cations:

MOUNTING OPTIONS
Wall lamp

LAMPSHADE
Painted stainless steel

LAMPSHADE
Painted stainless steel

One color to choose

One color to choose

1,3lb

3,7lb

2,4lb

NET WEIGHT

NET WEIGHT

NET WEIGHT

MOUNTING OPTIONS
Wall lamp

Support
Steel gloss nickel-plated
and Stainless steel

  8W      3000K    1067lm  built-in

Dimming system PHASE CONTROL

120V - 60Hz

upon request 2700K    960lm

LIGHT SOURCE BUILT-IN

G9 Bi-pin - Max. 2x40 W

120V - 60Hz

RECOMMENDED BULBS

120V - 60Hz

RECOMMENDED BULBS

E12 LED - Max. 2x7 W

LED / DIMMABLE

Inside diff user

WALL & CEILING LAMPS
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Kala ref. KL06  

Kala ref. KL06-LD  

Kite ref. KT06  

LAMPSHADE
SIMETECH® 
by arturo alvarez

One color

28x28x5,9 in

13,2lb

37,8 in

34
,6

in  3,5in

13,4x9,4x5,9 in

13,4x9,4x5,9 in

2,2lb

2,2lb

Certifications:

Certifications:

Certifications:

9,1in

9,1in

9,
8  

in
9,

8  
in

5,9in

5,9in

LAMPSHADE
Painted stainless steel

LAMPSHADE
Painted stainless steel

One color to choose

One color to choose

MOUNTING OPTIONS
Wall lamp

Support
Stainsless steel

MOUNTING OPTIONS
Wall lamp&ceiling lamp

Support
Stainsless steel

MOUNTING OPTIONS
Wall lamp

Support
Steel gloss nickel-plated
and Stainless steel

  8W      3000K    1067lm  built-in

Dimming system PHASE CONTROL

120V - 60Hz

upon request 2700K    960lm

LIGHT SOURCE BUILT-IN

G9 Bi-pin - Max. 2x40 W

120V - 60Hz

RECOMMENDED BULBS

120V - 60Hz

2GX13 - Max. 1x55 W

RECOMMENDED BULBS

1,3lb

 2,4lb

9,7lb

NET WEIGHT

NET WEIGHT

NET WEIGHT

LED / DIMMABLE

Inside diffuser

WALL & CEILING LAMPS
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Kite ref. KT06G  

53,1in

48
,8

in

3,5in

40,1x40,1x5,1 in

22lb

Certifications:

53,1in

48
,8

in

3,5in

Kite ref. KT06G-LD  LED / DIMMABLE 

Certifications:

Support
Stainless steel

Support
Stainless steel

Support
Stainless steel

MOUNTING OPTIONS
Wall & ceiling lamp

MOUNTING OPTIONS
Wall & ceiling lamp

MOUNTING OPTIONS
Wall & ceiling lamp

40,1x40,1x5,1 in

24,2lb

Kite ref. KT06-LD  LED / DIMMABLE 

Certifications:

3,5in

37,8 in

34
,6

in

28x28x5,9 in

20,3lb

LAMPSHADE
SIMETECH® 
by arturo alvarez

LAMPSHADE
SIMETECH® 
by arturo alvarez

LAMPSHADE
SIMETECH® 
by arturo alvarez

One color

One color

One color

24W    3000K    3780lm     built-in

  upon request 2700K   3636lm 

120V - 60Hz

LIGHT SOURCE BUILT-IN

48W    3000K   7560lm  built-in

  upon request 2700K  7272lm

120V - 60Hz

LIGHT SOURCE BUILT-IN

120V - 60Hz

T5 HO Bi-pin - 4x24 W

RECOMMENDED BULBS

18,7lb

15,9lb

16,5lb

NET WEIGHT

NET WEIGHT

NET WEIGHT

Dimming system 0-10 V
upon request PHASE CONTROL

Dimming system 0-10 V
upon request PHASE CONTROL

WALL & CEILING LAMPS
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40,7 in

6,
3i

n

2,6 in

Li ref. LI06G-D  

43,3x12,2x9,8 in

10,4lb

Certifi cations:

Li ref. LI06

20,3in

2,6in

6,
1i

n

27,6x8,3x4,7 in

4,4lb

Certifi cations:

LAMPSHADE
Pressed Cellulose

LAMPSHADE
Pressed Cellulose

One color to choose

One color to choose
23,6W    3000K   2768lm built-in

11,8W    3000K   1805lm built-in

Dimming system 0-10V

Dimming system PHASE CONTROL

  upon request 2700K

  upon request 2700KMOUNTING OPTIONS
Wall lamp

MOUNTING OPTIONS
Wall lamp

Support
Stainsless steel

Support
Stainsless steel

120V - 60Hz

120V - 60Hz

LIGHT SOURCE BUILT-IN

LIGHT SOURCE BUILT-IN

2,6lb

6,4lb

NET WEIGHT

NET WEIGHT

LED / DIMMABLE

LED / DIMMABLE

Support
Steel gloss nickel-plated

MOUNTING OPTIONS
Wall

Mytilus ref. MY06

23,6x23,6x8,7 in

9,9lb

Certifi cations:

6,6lb

NET WEIGHTLAMPSHADE
Painted stainless steel

White color

*approximate measurements

DIFFUSER
Glass sphere

  8W    3000K    1067lm  built-in

120V - 60Hz

Dimming system PHASE CONTROL

upon request 2700K    960lm

LIGHT SOURCE BUILT-IN

24,4in

17
,7

in

6,3in

LED / DIMMABLE

WALL & CEILING LAMPS
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14,2x14,2x12,2 in

14,2x14,2x12,2 in

Support
Steel gloss nickel-plated
and Stainless steel

Nevo ref. NE06P  

Nevo ref. NE06P-LD  

4lb

1,8kg  |  4lb

11in

11in

12
,2

in
12

,2
in

6,7in

6,7in

Steel gloss nickel-plated
and Stainless steel

Steel gloss nickel-plated
and Stainless steel

Certifi cations:

Certifi cations:

MOUNTING OPTIONS
Wall & ceiling lamp

LAMPSHADE
Painted stainless steel

LAMPSHADE
Painted stainless steel

One color to choose

One color to choose

1,8lb

2,6lb

NET WEIGHT

NET WEIGHT

MOUNTING OPTIONS
Wall lamp

Support
Steel gloss nickel-plated
and Stainless steel

    8W      3000K    1067lm  built-in

Dimming system PHASE CONTROL

120V - 60Hz

upon request 2700K    960lm

LIGHT SOURCE BUILT-IN

G9 Bi-pin - Max. 1x40 W

120V - 60Hz

RECOMMENDED BULBS

LED / DIMMABLE

Inside diff user

Nevo ref. NE06  

14,2x14,2x12,2 in

4,8lb

14,2in

14
,2

 in

7,9in

Support
Steel gloss nickel-plated
and Stainless steel

Steel gloss nickel-plated
and Stainless steel

Certifi cations:

MOUNTING OPTIONS
Wall & ceiling lamp

LAMPSHADE
Painted stainless steel

One color to choose

120V - 60Hz

RECOMMENDED BULBS
2,4lb

NET WEIGHT

E12 LED - Max. 2x7 W

WALL & CEILING LAMPS
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Onn ref. ON06
SUPPORT
Painted steel

Certifi cations:

20,5x18,5x12,2 in

9,7lb

Energy effi  ciency: A+ to E

19,7in

6,3in

16
,5

in

MOUNTING OPTIONS
Wall & ceiling lamp

LAMPSHADE
Painted stainless steel

One color
E26 LED - Max. 1x12 W

120V - 60Hz

RECOMMENDED BULBS

6,6lb

NET WEIGHT

Nevo ref. NE06-LD  

14,2x14,2x12,2 in

4,8lb

14,2in

14
,2

 in

7,9in

Steel gloss nickel-plated
and Stainless steel

Certifi cations:

LAMPSHADE
Painted stainless steel

One color to choose

MOUNTING OPTIONS
Wall lamp

Support
Steel gloss nickel-plated
and Stainless steel

    8W      3000K    1067lm  built-in

Dimming system PHASE CONTROL

120V - 60Hz

upon request 2700K    960lm

LIGHT SOURCE BUILT-IN

3,1lb

NET WEIGHT

LED / DIMMABLE

Inside diff user

Onn ref. ON06-LD
SUPPORT
Painted steel

Certifi cations:

20,5x18,5x12,2 in

9,7lb

19,7in

6,3in

16
,5

in

MOUNTING OPTIONS
Wall & ceiling lamp

LAMPSHADE
Painted stainless steel

One color

7,7lb

NET WEIGHT

    24W      3000K    2945lm  built-in

120V - 60Hz

upon request 2700K    2860lm

LIGHT SOURCE BUILT-IN

Dimming system DALI / Switch DIM

upon request PHASE CONTROL

LED / DIMMABLE

Inside diff user

WALL & CEILING LAMPS
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Onn ref. ON06G
SUPPORT
Painted steel

Certifications:

28x28x12,6 in

13,4lb

Energy efficiency: A+ to E

28,7in

7,9in25
,6

in

MOUNTING OPTIONS
Wall & ceiling lamp

Planum ref. PM06R  

37,8 x37,8 in

3,1 in

Support
Stainless steel

Energy efficiency: A+ to B

40,1x40,1x5,1 in

19,8lb

Certifications:

MOUNTING OPTIONS
Wall & ceiling lamp

LAMPSHADE
Painted stainless steel

One color

LAMPSHADE
SIMETECH® 
by arturo alvarez

One color

E26 LED - Max. 3x12 W

120V - 60Hz

RECOMMENDED BULBS

15,4lb

NET WEIGHT

14,1lb

NET WEIGHT

120V - 60Hz

T5 HO Bi-pin - 4x24 W

RECOMMENDED BULBS

Planum ref. PM06R-LD  

40,1x40,1x5,1 in

22lb

LED / DIMMABLE 

Certifications:

Support
Stainless steel

MOUNTING OPTIONS
Wall & ceiling lamp

37,8 x37,8 in

3,1 in

LAMPSHADE
SIMETECH® 
by arturo alvarez

One color
48W    3000K   7560lm  built-in

  upon request 2700K  7272lm

120V - 60Hz

LIGHT SOURCE BUILT-IN
14,6lb

NET WEIGHT

Dimming system 0-10 V
upon request PHASE CONTROL

WALL & CEILING LAMPS
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Support
Stainless steel

Support
Stainless steel

MOUNTING OPTIONS
Wall & ceiling lamp

MOUNTING OPTIONS
Wall & ceiling lamp

Planum ref. PM06PR  

37
,8

 in
37

,8
 in

18,5 in

18,5 in

3,1 in

3,1 in

39,4x20,9x5,1 in

9,9lb

Certifi cations:

Planum ref. PM06PR-LD

39,4x20,9x5,1 in

11lb

Certifi cations:

LED / DIMMABLE 

LAMPSHADE
SIMETECH® 
by arturo alvarez

LAMPSHADE
SIMETECH® 
by arturo alvarez

One color

One color

24W    3000K    3780lm  built-in

  upon request 2700K   3636lm

120V - 60Hz

LIGHT SOURCE BUILT-IN

120V - 60Hz

T5 HO Bi-pin - 2x24 W

RECOMMENDED BULBS

6lb

6,2lb

NET WEIGHT

NET WEIGHT

WALL & CEILING LAMPS

Dimming system 0-10 V
upon request PHASE CONTROL

Tati ref. TA06  

7,9in

8,
7i

n

5,1 in

Support
Stainless steel

13,4x9,4x5,9 in

2,2lb

Certifi cations:

MOUNTING OPTIONS
Wall lamp

LAMPSHADE
Painted stainless steel

One color to choose

Steel gloss nickel-plated
and Stainless steel

G9 Bi-pin - Max. 2x40 W

120V - 60Hz

RECOMMENDED BULBS
1,1lb

NET WEIGHT
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Tati ref. TA06P  

11,8 in

11
,8

  in

6,7in

Support
Steel gloss nickel-plated
and Stainless steel

2,2lb

Certifi cations:

MOUNTING OPTIONS
Wall & ceiling lamp

14,2x14,2x12,2 in

Tati ref. TA06-LD

7,9in

8,
7i

n

5,1 in

13,4x9,4x5,9 in

2,2lb

Certifi cations:

LED / DIMMABLE 

LAMPSHADE
Painted stainless steel

LAMPSHADE
Painted stainless steel

One color to choose

One color to choose

Steel gloss nickel-plated
and Stainless steel

Steel gloss nickel-plated
and Stainless steel

MOUNTING OPTIONS
Wall lamp

Support
Steel gloss nickel-plated
and Stainless steel

Dimming system PHASE CONTROL

120V - 60Hz

LIGHT SOURCE BUILT-IN

G9 Bi-pin - Max. 1x40 W

120V - 60Hz

RECOMMENDED BULBS

1,5lb

1,8lb

NET WEIGHT

NET WEIGHT

WALL & CEILING LAMPS

    8W      3000K    1067lm  built-in

upon request 2700K    960lm

Tati ref. TA06P-LD  

LAMPSHADE
Painted stainless steel

One color to choose

Steel gloss nickel-plated
and Stainless steel

MOUNTING OPTIONS
Wall lamp

Support
Steel gloss nickel-plated
and Stainless steel

    8W      3000K    1067lm  built-in

Dimming system PHASE CONTROL

120V - 60Hz

upon request 2700K    960lm

LIGHT SOURCE BUILT-IN

2,6lb

NET WEIGHT

2,2lb

Certifi cations:

14,2x14,2x12,2 in

11,8 in

11
,8

  in

6,7in

LED / DIMMABLE 
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Tati ref. TA06G  

Tati ref. TA06G-LD

15,7 in

15,7 in

15
,7

in
15

,7
in

8,7in

8,7in

Support
Steel gloss nickel-plated
and Stainless steel

5,3lb

5,3lb

Certifi cations:

Certifi cations:

MOUNTING OPTIONS
Wall & ceiling lamp

20,5x18,5x12,2 in

20,5x18,5x12,2 in

LAMPSHADE
Painted stainless steel

LAMPSHADE
Painted stainless steel

One color to choose

One color to choose

Steel gloss nickel-plated
and Stainless steel

Steel gloss nickel-plated
and Stainless steel

MOUNTING OPTIONS
Wall lamp

Support
Steel gloss nickel-plated
and Stainless steel

    8W      3000K    1067lm  built-in

Dimming system PHASE CONTROL

120V - 60Hz

upon request 2700K    960lm

LIGHT SOURCE BUILT-IN

120V - 60Hz

RECOMMENDED BULBS
2,2lb

3,1lb

NET WEIGHT

NET WEIGHT

WALL & CEILING LAMPS

E12 LED - Max. 2x7 W

LED / DIMMABLE 
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Piece to move the electric cable
Ref. PIEZA002         

NOTE:
Most of our pendant lamps (single and chandeliers) could be installed using a piece to move the electric cable.
For chandeliers, please ask for quotation.

0,78 in

0,55 x 0,55 in
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